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SRT RoH CompliantS
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SRT1630A 6.3A 250V

SRT1500A 5A 250V

SRT1400A 4A 250V

SRT0500A 500mA 250V 190 0.9

SRT0630A 630mA 250V 180 1.2

SRT0800A 800mA 250V 160 3.9

SRT1100A 1A 250V 140 5.8

SRT1125A 1.25A 250V 130 12.8

SRT1160A 1.6A 250V 120 14.7

SRT1200A 2A 250V 100 21.9

SRT1250A 2.5A 250V 100 42.6

SRT1315A 3.15A 250V 100 72

SRT0400A 400mA 250V 200 0.5
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���：
Interrupting  Rating:

35A or 10In Whichever is greater

����：Electrical Characteristics

����：
Testing Standard:

IEC60127-1  IEC20167-3  GB9364.1  GB9364.3

����：
Operating  Temperature:

-55 ~+125℃ ℃

��：
Materials:

Case:thermoplastic nylon

Base:thermoplastic nylon

Lead wire:tinned copper wire

��!"：
Soldering Method:

Wave soldering:    260℃,

℃,

10s max

5s   maxManual soldering: 370

0.25.08

SRT0315A 315mA 250V 220 0.3

SRT0250A 250mA 250V 240 0.2

Current(A)

#$%&：Catalog No.A:250V.

Time-Current Characteristics
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